
Directives d’installation
Mini projecteur DEL

Avertissements :
1. Ne pas utiliser de génératrice pour tester les DEL. 
2. Lors de l’installation du luminaire, veuillez respecter les exigences des lois et 

réglementations nationales, régionales et locales. 
3. Avant l’installation ou l’entretien, veuillez couper l’alimentation. 
4. Pour assurer la sécurité, une mise à la terre adéquate de la DEL est requise. 

Avis :
1. Pour éviter toute possibilité de choc électrique ou d’incendie, l’installation doit être 

effectuée par un électricien. 
2. Pour éviter les blessures avant l’installation, veuillez porter des gants. 
3. Si la présence de fumée ou d’étincelles est remarquée dans le câblage, veuillez 

immédiatement couper l’alimentation et aviser le personnel concerné.

Attention :
1. Veuillez vous assurer qu’il n’y a pas eu de dommages pendant le transport. Si des 

dommages sont constatés, veuillez contacter le fabricant immédiatement.
2. Veuillez lire les directives d’installation soigneusement afin de vous assurer que tous les 

accessoires sont disponibles. Après confirmation, installer le luminaire DEL en suivant 
les étapes d’installation.

1.1 Installé avec un montage sur rotule ½ (convient au 15W-80W) (b=AM)
Étape 1 : sortir le luminaire de la boîte ;
Étape 2 : insérer le support dans le trou du tapis de caoutchouc, y insérer les fils  

et le rattacher avec les vis (prendre soin de ne pas égratigner le fil) ;
Étape 3 : insérer le fil dans l’autre support et le rattacher avec les vis  

(prendre soin de ne pas égratigner le fil) (figure 1.2)

Installation 2 : montage sur étrier
2.1  Installé avec montage sur étrier (convient pour toutes  

les puissances de cette série) [convient à 15W-150W] (b=FM)
Étape 1 : sortir le luminaire de la boîte; (figure 2.1)
Étape 2 : resserrer les supports et les vis.  (figure 2.2.)

1.2 Installé avec le luminaire complet (convient au 15W-80W)
Étape 1 : sortir le luminaire de la boîte ;
Étape 2 : finaliser la connexion du fil en respectant la bonne méthode de connexion 

(repérer le fil positif, le fil négatif et le fil de mise à la terre), (figure 1.3) et insérer 
le fil dans le poteau du luminaire ; (figure 1.4)

Étape 3 : desserrer les vis ; ajuster les angles du luminaire tel que désiré et resserrer  
les vis par la suite ; les angles du luminaire sont réglables (insérer le support dans  
la surface de montage, le rattacher avec les vis puis raccorder les fils selon  
les exigences de câblage (figure 1.5)

Modèles applicables :
SSL-MFL2

2. Please abide by related country, regional and local law and regulations when install this fixture.
3. Please turn off the power before installation or maintenance.
4. Proper earth grounding is required to ensure safety.

Attention:

1.1Installed with 1/2 Knuckle Mount(suitable for 15W-80W )(b=AM)

1.2 Installed with whole fixture (suitable for 15W-80W )
figure 1.1 figure 1.2

figure 1.3

To avoid possibility of electrical shock or fire, the installation personnel must have professional    
electric knowledge.
Please wear gloves to avoid injury before installation.
If any smoke or spark of the wire happened, please turn off the power immediately and notify 
relevant personnel.

1.

2.
3.

Please check if there is any damage during shipping. If so, please contact manufacturer timely.1.
2.

Match the hole of rubber mat with bracket, pass wire through and fix it with screws(Watch 
out not to scratch the wire); 
Pass the wire through from the other bracket and fix it with screws.(Watch out not to 
scratch the wire).(figure 1.2)

Step 1: Take the fixture out of package;
Step 2:

Step 3:

Step 1: Take the fixture out of package;
Step 2:

Step 3:

figure 1.4 figure 1.5

Notice:

Cautions:
1. Do not use an electric generator to test LED fixtures.

Loosen screws; Adjust fixture angles as per actual demands and tighten screws later;
Angles of the fixture is adjustable(pass the bracket through mounting surface, fix it 
with screws, then connect the wires as perproper wiring requirements). (figure 1.5)

Finish the wire connection according to the right mode of connection (pay attention 
to positive wire, negative wire, and ground wire), (figure 1.3).and then put wire into 
lamp pole;(figure 1.4)

(figure 1.1)

scratch the wire) (figure 1.2)

Please read the installation instruction carefully to check whether all the accessories are
complete. After confirmation, then install the fixture according to installation steps.
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figure 2.3 figure 2.4

2.2 Installed with whole fixture(suitable for all power of this series)
Step 1: Take the fixture out of package;
Step 2: Finish the wire connection according to the right mode of connection (pay attention to 

positive wire, negative wire, and ground wire).(figure 2.3) 
Step 3: Loosen screw; Adjust fixture angles as per actual demands and tighten screws later

figure 2.2figure 2.1

Installation 2: Yoke Mount
2.1 Installed with yoke mount(suitable for all power of this series)

[suitable for 15W-150W ](b=F M)
Step 1: Take the lamp out of package;(figure 2.1)
Step 2: Tighten the brackets and screws.(figure 2.2)

Pink

(figure 2.4),Tips:Angles of the fixture is adjustable.
Lights and lanters

Installation 3:Funtion adjustment 
 Step 1: Open the metal plug and plastic plug counterclockwise with a screwdriver

 (figure 3.1) , then slide the switch up and down to adjust the power controller,
 CCT controller or photocell controller in your demand. (figure 3.2)

figure 3.1 figure 3.2

Step 2: After adjusting the required conrol function(figure 3.3), tighten the metal  
plug and the plastic plug clockwise.(figure 3.4)

figure 3.3 figure 3.4

color temperature
 controller power controller

 photocell  and 

Warning
SROTCUDNOC YLPPUSC° 57  NIM

THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE 
APPLICABLE INSTALLATION CODE BY A PERSON FAMILIAR WITH THE 
CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS 
INVOLVED SUITABLE FOR OPERATION IN AMBIENT NOT EXCEEDING 50°C.

NIMC° 57  NOITATNEMILA’D SLIF SEL
CE PRODUIT DOIT ÊTRE INSTALLÉ SELON LE CODE D’INSTALLATION 
PERTINENT, PAR UNE PERSONNE QUI CONNAÎT BIEN LE PRODUIT ET SON  
FONCTIONNEMENT AINSI QUE LES RISQUES INHÉRENTS PEUT ÊTRE 
UTILISÉ À UNE TEMPÉRATURE  AMBIANTE N’EXCÉDANT PAS 50°C.

2. Please abide by related country, regional and local law and regulations when install this fixture.
3. Please turn off the power before installation or maintenance.
4. Proper earth grounding is required to ensure safety.

Attention:

1.1Installed with 1/2 Knuckle Mount(suitable for 15W-80W )(b=AM)

1.2 Installed with whole fixture (suitable for 15W-80W )
figure 1.1 figure 1.2

figure 1.3

To avoid possibility of electrical shock or fire, the installation personnel must have professional    
electric knowledge.
Please wear gloves to avoid injury before installation.
If any smoke or spark of the wire happened, please turn off the power immediately and notify 
relevant personnel.

1.

2.
3.

Please check if there is any damage during shipping. If so, please contact manufacturer timely.1.
2.

Match the hole of rubber mat with bracket, pass wire through and fix it with screws(Watch 
out not to scratch the wire); 
Pass the wire through from the other bracket and fix it with screws.(Watch out not to 
scratch the wire).(figure 1.2)

Step 1: Take the fixture out of package;
Step 2:

Step 3:

Step 1: Take the fixture out of package;
Step 2:

Step 3:

figure 1.4 figure 1.5

Notice:

Cautions:
1. Do not use an electric generator to test LED fixtures.

Loosen screws; Adjust fixture angles as per actual demands and tighten screws later;
Angles of the fixture is adjustable(pass the bracket through mounting surface, fix it 
with screws, then connect the wires as perproper wiring requirements). (figure 1.5)

Finish the wire connection according to the right mode of connection (pay attention 
to positive wire, negative wire, and ground wire), (figure 1.3).and then put wire into 
lamp pole;(figure 1.4)

(figure 1.1)

scratch the wire) (figure 1.2)

Please read the installation instruction carefully to check whether all the accessories are
complete. After confirmation, then install the fixture according to installation steps.
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figure 2.3 figure 2.4

2.2 Installed with whole fixture(suitable for all power of this series)
Step 1: Take the fixture out of package;
Step 2: Finish the wire connection according to the right mode of connection (pay attention to 

positive wire, negative wire, and ground wire).(figure 2.3) 
Step 3: Loosen screw; Adjust fixture angles as per actual demands and tighten screws later

figure 2.2figure 2.1

Installation 2: Yoke Mount
2.1 Installed with yoke mount(suitable for all power of this series)

[suitable for 15W-150W ](b=F M)
Step 1: Take the lamp out of package;(figure 2.1)
Step 2: Tighten the brackets and screws.(figure 2.2)

Pink

(figure 2.4),Tips:Angles of the fixture is adjustable.
Lights and lanters

Installation 3:Funtion adjustment 
 Step 1: Open the metal plug and plastic plug counterclockwise with a screwdriver

 (figure 3.1) , then slide the switch up and down to adjust the power controller,
 CCT controller or photocell controller in your demand. (figure 3.2)

figure 3.1 figure 3.2

Step 2: After adjusting the required conrol function(figure 3.3), tighten the metal  
plug and the plastic plug clockwise.(figure 3.4)

figure 3.3 figure 3.4
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Noir/brun : ACL
Vert/jaune

Blanc/bleu : ACN

Pourpre : GRAD. +
Rose : GRAD. -

Fût

Luminaires et lanternes

Vis à six pans interne

2. Please abide by related country, regional and local law and regulations when install this fixture.
3. Please turn off the power before installation or maintenance.
4. Proper earth grounding is required to ensure safety.

Attention:

1.1Installed with 1/2 Knuckle Mount(suitable for 15W-80W )(b=AM)

1.2 Installed with whole fixture (suitable for 15W-80W )
figure 1.1 figure 1.2

figure 1.3

To avoid possibility of electrical shock or fire, the installation personnel must have professional    
electric knowledge.
Please wear gloves to avoid injury before installation.
If any smoke or spark of the wire happened, please turn off the power immediately and notify 
relevant personnel.

1.

2.
3.

Please check if there is any damage during shipping. If so, please contact manufacturer timely.1.
2.

Match the hole of rubber mat with bracket, pass wire through and fix it with screws(Watch 
out not to scratch the wire); 
Pass the wire through from the other bracket and fix it with screws.(Watch out not to 
scratch the wire).(figure 1.2)

Step 1: Take the fixture out of package;
Step 2:

Step 3:

Step 1: Take the fixture out of package;
Step 2:

Step 3:

figure 1.4 figure 1.5

Notice:

Cautions:
1. Do not use an electric generator to test LED fixtures.

Loosen screws; Adjust fixture angles as per actual demands and tighten screws later;
Angles of the fixture is adjustable(pass the bracket through mounting surface, fix it 
with screws, then connect the wires as perproper wiring requirements). (figure 1.5)

Finish the wire connection according to the right mode of connection (pay attention 
to positive wire, negative wire, and ground wire), (figure 1.3).and then put wire into 
lamp pole;(figure 1.4)

(figure 1.1)

scratch the wire) (figure 1.2)

Please read the installation instruction carefully to check whether all the accessories are
complete. After confirmation, then install the fixture according to installation steps.
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figure 2.3 figure 2.4

2.2 Installed with whole fixture(suitable for all power of this series)
Step 1: Take the fixture out of package;
Step 2: Finish the wire connection according to the right mode of connection (pay attention to 

positive wire, negative wire, and ground wire).(figure 2.3) 
Step 3: Loosen screw; Adjust fixture angles as per actual demands and tighten screws later

figure 2.2figure 2.1

Installation 2: Yoke Mount
2.1 Installed with yoke mount(suitable for all power of this series)

[suitable for 15W-150W ](b=F M)
Step 1: Take the lamp out of package;(figure 2.1)
Step 2: Tighten the brackets and screws.(figure 2.2)

Pink

(figure 2.4),Tips:Angles of the fixture is adjustable.
Lights and lanters

Installation 3:Funtion adjustment 
 Step 1: Open the metal plug and plastic plug counterclockwise with a screwdriver

 (figure 3.1) , then slide the switch up and down to adjust the power controller,
 CCT controller or photocell controller in your demand. (figure 3.2)

figure 3.1 figure 3.2

Step 2: After adjusting the required conrol function(figure 3.3), tighten the metal  
plug and the plastic plug clockwise.(figure 3.4)

figure 3.3 figure 3.4

color temperature
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2.2.  Installé avec le luminaire complet  
(convient pour toutes les puissances de cette série)

Étape 1 : sortir le luminaire de la boîte ;
Étape 2 : finaliser la connexion du fil en respectant la bonne méthode de connexion 

(repérer le fil positif, le fil négatif et le fil de mise à la terre). (figure 2.3)
Étape 3 : desserrer les vis; ajuster les angles du luminaire tel que désiré et resserrer  

les vis par la suite (figure 2.4), conseil : les angles du luminaire sont réglables.

Installation 3 : réglage de la fonction
Étape 1 : ouvrir le bouchon de métal et le bouchon de plastique en tournant dans le sens 

inverse des aiguilles d’une montre avec un tournevis (figure 3.1), puis glisser  
le commutateur vers le haut et le bas pour régler le contrôleur de puissance,  
TCP ou cellule photoélectrique. (figure 3.2)

Étape 2 : après avoir réglé la fonction de contrôle requise (figure 3.3), resserrer le bouchon 
de métal et le bouchon de plastique en tournant dans le sens des aiguilles d’une 
montre. (figure 3.4)

2. Please abide by related country, regional and local law and regulations when install this fixture.
3. Please turn off the power before installation or maintenance.
4. Proper earth grounding is required to ensure safety.

Attention:

1.1Installed with 1/2 Knuckle Mount(suitable for 15W-80W )(b=AM)

1.2 Installed with whole fixture (suitable for 15W-80W )
figure 1.1 figure 1.2

figure 1.3

To avoid possibility of electrical shock or fire, the installation personnel must have professional    
electric knowledge.
Please wear gloves to avoid injury before installation.
If any smoke or spark of the wire happened, please turn off the power immediately and notify 
relevant personnel.

1.

2.
3.

Please check if there is any damage during shipping. If so, please contact manufacturer timely.1.
2.

Match the hole of rubber mat with bracket, pass wire through and fix it with screws(Watch 
out not to scratch the wire); 
Pass the wire through from the other bracket and fix it with screws.(Watch out not to 
scratch the wire).(figure 1.2)

Step 1: Take the fixture out of package;
Step 2:

Step 3:

Step 1: Take the fixture out of package;
Step 2:

Step 3:

figure 1.4 figure 1.5

Notice:

Cautions:
1. Do not use an electric generator to test LED fixtures.

Loosen screws; Adjust fixture angles as per actual demands and tighten screws later;
Angles of the fixture is adjustable(pass the bracket through mounting surface, fix it 
with screws, then connect the wires as perproper wiring requirements). (figure 1.5)

Finish the wire connection according to the right mode of connection (pay attention 
to positive wire, negative wire, and ground wire), (figure 1.3).and then put wire into 
lamp pole;(figure 1.4)

(figure 1.1)

scratch the wire) (figure 1.2)

Please read the installation instruction carefully to check whether all the accessories are
complete. After confirmation, then install the fixture according to installation steps.
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figure 2.3 figure 2.4

2.2 Installed with whole fixture(suitable for all power of this series)
Step 1: Take the fixture out of package;
Step 2: Finish the wire connection according to the right mode of connection (pay attention to 

positive wire, negative wire, and ground wire).(figure 2.3) 
Step 3: Loosen screw; Adjust fixture angles as per actual demands and tighten screws later

figure 2.2figure 2.1

Installation 2: Yoke Mount
2.1 Installed with yoke mount(suitable for all power of this series)

[suitable for 15W-150W ](b=F M)
Step 1: Take the lamp out of package;(figure 2.1)
Step 2: Tighten the brackets and screws.(figure 2.2)

Pink

(figure 2.4),Tips:Angles of the fixture is adjustable.
Lights and lanters

Installation 3:Funtion adjustment 
 Step 1: Open the metal plug and plastic plug counterclockwise with a screwdriver

 (figure 3.1) , then slide the switch up and down to adjust the power controller,
 CCT controller or photocell controller in your demand. (figure 3.2)

figure 3.1 figure 3.2

Step 2: After adjusting the required conrol function(figure 3.3), tighten the metal  
plug and the plastic plug clockwise.(figure 3.4)

figure 3.3 figure 3.4

color temperature
 controller power controller

 photocell  and 
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Noir/brun : ACL
Vert/jaune

Blanc/bleu : ACN

Support

Pourpre : GRAD. +
Rose : GRAD. -

2. Please abide by related country, regional and local law and regulations when install this fixture.
3. Please turn off the power before installation or maintenance.
4. Proper earth grounding is required to ensure safety.

Attention:

1.1Installed with 1/2 Knuckle Mount(suitable for 15W-80W )(b=AM)

1.2 Installed with whole fixture (suitable for 15W-80W )
figure 1.1 figure 1.2

figure 1.3

To avoid possibility of electrical shock or fire, the installation personnel must have professional    
electric knowledge.
Please wear gloves to avoid injury before installation.
If any smoke or spark of the wire happened, please turn off the power immediately and notify 
relevant personnel.

1.

2.
3.

Please check if there is any damage during shipping. If so, please contact manufacturer timely.1.
2.

Match the hole of rubber mat with bracket, pass wire through and fix it with screws(Watch 
out not to scratch the wire); 
Pass the wire through from the other bracket and fix it with screws.(Watch out not to 
scratch the wire).(figure 1.2)

Step 1: Take the fixture out of package;
Step 2:

Step 3:

Step 1: Take the fixture out of package;
Step 2:

Step 3:

figure 1.4 figure 1.5

Notice:

Cautions:
1. Do not use an electric generator to test LED fixtures.

Loosen screws; Adjust fixture angles as per actual demands and tighten screws later;
Angles of the fixture is adjustable(pass the bracket through mounting surface, fix it 
with screws, then connect the wires as perproper wiring requirements). (figure 1.5)

Finish the wire connection according to the right mode of connection (pay attention 
to positive wire, negative wire, and ground wire), (figure 1.3).and then put wire into 
lamp pole;(figure 1.4)

(figure 1.1)

scratch the wire) (figure 1.2)

Please read the installation instruction carefully to check whether all the accessories are
complete. After confirmation, then install the fixture according to installation steps.
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figure 2.3 figure 2.4

2.2 Installed with whole fixture(suitable for all power of this series)
Step 1: Take the fixture out of package;
Step 2: Finish the wire connection according to the right mode of connection (pay attention to 

positive wire, negative wire, and ground wire).(figure 2.3) 
Step 3: Loosen screw; Adjust fixture angles as per actual demands and tighten screws later

figure 2.2figure 2.1

Installation 2: Yoke Mount
2.1 Installed with yoke mount(suitable for all power of this series)

[suitable for 15W-150W ](b=F M)
Step 1: Take the lamp out of package;(figure 2.1)
Step 2: Tighten the brackets and screws.(figure 2.2)

Pink

(figure 2.4),Tips:Angles of the fixture is adjustable.
Lights and lanters

Installation 3:Funtion adjustment 
 Step 1: Open the metal plug and plastic plug counterclockwise with a screwdriver

 (figure 3.1) , then slide the switch up and down to adjust the power controller,
 CCT controller or photocell controller in your demand. (figure 3.2)

figure 3.1 figure 3.2

Step 2: After adjusting the required conrol function(figure 3.3), tighten the metal  
plug and the plastic plug clockwise.(figure 3.4)

figure 3.3 figure 3.4
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2. Please abide by related country, regional and local law and regulations when install this fixture.
3. Please turn off the power before installation or maintenance.
4. Proper earth grounding is required to ensure safety.

Attention:

1.1Installed with 1/2 Knuckle Mount(suitable for 15W-80W )(b=AM)

1.2 Installed with whole fixture (suitable for 15W-80W )
figure 1.1 figure 1.2

figure 1.3

To avoid possibility of electrical shock or fire, the installation personnel must have professional    
electric knowledge.
Please wear gloves to avoid injury before installation.
If any smoke or spark of the wire happened, please turn off the power immediately and notify 
relevant personnel.

1.

2.
3.

Please check if there is any damage during shipping. If so, please contact manufacturer timely.1.
2.

Match the hole of rubber mat with bracket, pass wire through and fix it with screws(Watch 
out not to scratch the wire); 
Pass the wire through from the other bracket and fix it with screws.(Watch out not to 
scratch the wire).(figure 1.2)

Step 1: Take the fixture out of package;
Step 2:

Step 3:

Step 1: Take the fixture out of package;
Step 2:

Step 3:

figure 1.4 figure 1.5

Notice:

Cautions:
1. Do not use an electric generator to test LED fixtures.

Loosen screws; Adjust fixture angles as per actual demands and tighten screws later;
Angles of the fixture is adjustable(pass the bracket through mounting surface, fix it 
with screws, then connect the wires as perproper wiring requirements). (figure 1.5)

Finish the wire connection according to the right mode of connection (pay attention 
to positive wire, negative wire, and ground wire), (figure 1.3).and then put wire into 
lamp pole;(figure 1.4)

(figure 1.1)

scratch the wire) (figure 1.2)

Please read the installation instruction carefully to check whether all the accessories are
complete. After confirmation, then install the fixture according to installation steps.

-3--2--- -1-

Pink

lnner six angle screw

½ Kunckle Mount

Lights and lanters

Installation Instruction
LED Mini Flood

Applicable models: 
SSL-MFL2

Tel: 905-479-7093
Toll Free: 1-888-425-7093

Email: sales@turolight.com
Website: www.turolight.com

figure 2.3 figure 2.4

2.2 Installed with whole fixture(suitable for all power of this series)
Step 1: Take the fixture out of package;
Step 2: Finish the wire connection according to the right mode of connection (pay attention to 

positive wire, negative wire, and ground wire).(figure 2.3) 
Step 3: Loosen screw; Adjust fixture angles as per actual demands and tighten screws later

figure 2.2figure 2.1

Installation 2: Yoke Mount
2.1 Installed with yoke mount(suitable for all power of this series)

[suitable for 15W-150W ](b=F M)
Step 1: Take the lamp out of package;(figure 2.1)
Step 2: Tighten the brackets and screws.(figure 2.2)

Pink

(figure 2.4),Tips:Angles of the fixture is adjustable.
Lights and lanters

Installation 3:Funtion adjustment 
 Step 1: Open the metal plug and plastic plug counterclockwise with a screwdriver

 (figure 3.1) , then slide the switch up and down to adjust the power controller,
 CCT controller or photocell controller in your demand. (figure 3.2)

figure 3.1 figure 3.2

Step 2: After adjusting the required conrol function(figure 3.3), tighten the metal  
plug and the plastic plug clockwise.(figure 3.4)

figure 3.3 figure 3.4

color temperature
 controller power controller

 photocell  and 

Warning
SROTCUDNOC YLPPUSC° 57  NIM

THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE 
APPLICABLE INSTALLATION CODE BY A PERSON FAMILIAR WITH THE 
CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS 
INVOLVED SUITABLE FOR OPERATION IN AMBIENT NOT EXCEEDING 50°C.

NIMC° 57  NOITATNEMILA’D SLIF SEL
CE PRODUIT DOIT ÊTRE INSTALLÉ SELON LE CODE D’INSTALLATION 
PERTINENT, PAR UNE PERSONNE QUI CONNAÎT BIEN LE PRODUIT ET SON  
FONCTIONNEMENT AINSI QUE LES RISQUES INHÉRENTS PEUT ÊTRE 
UTILISÉ À UNE TEMPÉRATURE  AMBIANTE N’EXCÉDANT PAS 50°C.

Contrôleur de température 
de couleur

Cellule photoélectrique et 
contrôleur de puissance (W)

Avertissement

MIN 75 °C SUPPLY CONDUCTORS
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE
APPLICABLE INSTALLATION CODE BY A PERSON FAMILIAR WITH THE
CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS
INVOLVED SUITABLE FOR OPERATION IN AMBIENT NOT EXCEEDING 50°C.

LES FILS D’ALIMENTATION 75 °C MIN
CE PRODUIT DOIT ÊTRE INSTALLÉ SELON LE CODE D’INSTALLATION
PERTINENT, PAR UNE PERSONNE QUI CONNAÎT BIEN LE PRODUIT ET SON
FONCTIONNEMENT AINSI QUE LES RISQUES INHÉRENTS PEUT ÊTRE
UTILISÉ À UNE TEMPÉRATURE AMBIANTE N’EXCÉDANT PAS 50°C.

Montage sur  
rotule 1/2

Luminaires et lanternes


